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PRODUCT USE

High temperature solencid vaive of ZC
component for pipeline in automation system,
F'Errglaum.ﬂhﬂmmal industry, Metallurgy, Textile.
Mﬂqru:al,Eml[unnmntallst and other industry departments’'s pipaline
::Fra'-ﬂ::_e.n'raln IS used for transporting high temperature medium of
pipeline and complete the automation tor varied medium just like
Gassﬂs.vapnr,Liqu-d.ﬂﬂ{.-s 4% E).realise energy saving and

Program automation.

STANDARDIZATION

High Temperature Solenoid Valve
ZCTG

TG series Is a lamiliar switch
it 15 widely use in
Food, Shipbuiiding,

Design & Manulacture JBIT 7350
Benncin ot Length of structure GBIT 12221 )
onnmeon Dimension ol Flange GBT 011§ 3
Dimension of Thraad GBI 7307
inspaction & Tes! JBIT 7352 '
Stainless sieel GBIT 12230
Matanal Alloy steal JBIT 5263
Carbon steel GB/T 12229 |
indication GBIT 12220 1 i B
Supplier JBIT 7928 T . | J '
TECHNICAL PARAMETER L_ = -
Nominal Diameten mm) 10-500 =
Nominal Pressure(MPa) 4.0 = 1
Operating Diiferential Pressure{Mpa) 0.02-4.0 = ¥
Suitable Madium Steam Hol waler Hol oil atc. . = u
Temperature of Medium({T) -254-+B00 [
Action typa NO. NG | §
Condtions of Using Ordinary, Explosion—proo! }f\
Powar(W) 10-120 —
Voltage 220V AC{Others can be made) i k
Material of body WCB WCa Cia
DIMENSION OF OUTSIDE
DN H L D K d G e
15 268 140 a5 65 48 14 4-14
20 2 150 105 75 56 16 e
279 5 16 £=14
307 78 18 4-18
312 B4 18 4-18
343 9 20 4-18
118 22 818
132 24 B-18
156 24 8-22
184 26 8-26
21 28 8-26
284 34 12-30
345 38 12-33
408 42 18-33
aliﬂl___;_ 44 16-36
535 50 18-39
§60 57 20-39
815 57 20-42




